








INITIAL SET UP

As bassists, each of us has in our head a concept of our perfect sound. Eden
amplifiers are designed to help you easily achieve the sound you hear inside
you. However, it’s a multi-step process as explained below.

In order to ensure the ultimate in tone, it’s important to follow the procedure
outlined below. Don’t skip steps; don’t jump around. Yes, this may take a
minute or two, but the work is well worth it. Once they’ve done it a few
times, most users can do it time and again in about a minute.

IMPORTANT NOTE: Before you plug in your unit for the first time,
please do the following things. First, turn the power switch to the OFF
position. Then, turn the Master Volume control to minimum (fully counter-
clockwise). Set the tone controls to the center position (12:00 or 0). Turn the
Enhance control to the minimum position. Set the Input Gain control to the
minimum (fully counter-clockwise). Set the Compressor to the OFF position
(PULL Enhance). Make sure the Dynamic Boost switch is disengaged by
pushing lightly on the Bass control. Push lightly on the Mid control so that
it’s set to 550Hz. This will set your amplifier up flat and with the
Compressor disengaged.

Next, plug in the power cord to the AC inlet on the back of the unit. Use
only a safe grounded receptacle for proper operation at the correct voltage
for your country.

Turn On — Once you’ve completed the steps above, you can plug in your
bass and turn on the unit (plug it in first, ok?) and let’s get started. We
recommend turning your system on with the Master Volume control set to
its minimum position. This will prevent any unexpected signal from being
sent to your speakers.

Setting Your Level — Remember, begin with the Input Gain, Enhance,
Compressor, Dynamic Boost and Master Volume completely OFF — fully
counter-clockwise. All EQ should be set flat, that is, at 12:00 — straight up.

While playing your lowest note (or loudest), slowly turn the Input Gain up
until the compressor or set level light begins to blink with regularity.



Setting the Compressor - If you want to use compression, engage it now by
pushing on the Enhance control. The compressor light will blink when your
gain goes above the compression threshold. This will generally show up
more on the lower notes, or when you employ Slapping. (A properly
compressed Slap sound is very cool, indeed.) If you want more compression,
increase your Input Gain a little at a time until you achieve the desired
effect.

SETTING YOUR EQ

The frequencies that you’ll need to boost or cut are dependent upon your
instrument, playing style, speaker cabinets, and venue. Extreme settings of
boost or cut are unlikely to be necessary or helpful. We are frequently asked
to provide suggested settings for various styles of play. We have discovered
though, that most of our endorsers tend to set their EQ generally flat, using
varying amounts of the Enhance Control to achieve their sound. In fact, a
number of our recording artists tell us that their standard recording set-up is
to have the Enhance set at approximately 9 or 10 O’clock and the tone
controls set flat. They then send a post-EQ D.I. to the board.

We encourage you to experiment with different settings to obtain the sound

you desire. We have included some EQ panel diagrams at the back of this
manual to help you record your settings.
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Enhance — Once you’ve set your gain, you can move on to setting your EQ,
beginning with the Enhance control, or Magic Knob, as some call it. The
Enhance circuitry adds very low bass, upper mids and highs while scooping
out a bit of low middle. The more Enhance you dial in, the greater the boost
(and cut). As with all of our EQ controls, a little goes a long way.

Begin by bringing up the Master Volume to a comfortable listening level.
Slowly bring the Enhance control up while playing. If you turn it up 12:00
on the dial and still don’t have your sound, stop there. Return the Enhance to
OFF or leave it at no more than 12:00 and work with the EQ section.

Using the EQ Controls — Before you begin to twiddle knobs, let’s talk
about a few things. Excessive boosting of one or more EQ frequencies may
cause an overload in the EQ section.

If EQ clipping occurs, you can either decrease the boost or decrease the
Input Gain. Remember, too, that our EQ controls are active, and are meant to
turn both ways — not just UP! This means that you can enhance a certain
frequency spectrum either by boosting that frequency or by cutting the
adjacent frequencies. This latter method has the advantage of maximizing
potential headroom.

If possible, step well forward of your rig to get a better idea of how you will
sound in the room. You may be surprised at how different you sound once
you step away from the speakers.

NOTE: Many players rely on the Enhance Control (and perhaps a little
Midrange Massage) to get their sound. This method leaves the Bass and
Treble controls available to dial in to a particularly difficult room. Just
something to keep in mind, ok?

Setting Bass and Treble — OK, now it’s time to set the EQ, beginning with
the Bass and Treble controls. These controls cover a fairly broad frequency
spectrum and a little goes a long way. Adjust these controls up or down as
needed. We suggest playing a few notes in various areas of the neck so you
can hear what your adjustments have done across the fretboard.
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Setting the Midrange — Adjusting the Midrange control will bring you
either more up front in the mix or more in the background. As mentioned
earlier, you can choose between center frequencies for the Midrange control
— either 550Hz or 2.2KHz. The low position (550Hz) is good for general
playing and recording. It’s also good for dialing in a good Fretless Bass tone.
The high position (2.2KHz) is good for getting a more aggressive Rock tone.

We suggest you start in the low position. While playing, boost and cut the
Midrange so you can hear how it affects your tone. Remember to play in all
ranges, not just on the first few frets. Once you have an idea of the tonal
possibilities, switch to the High position and do the same thing. This will
give you a better idea of what this control can do for your sound and you can
then dial in what you want more effectively.

Engage the Dynamic Bass Boost — As mentioned earlier, this effect is
based on the Fletcher-Munson curve and ensures that the bass is full even at
the lowest volume settings. As volume increases, the effect is reduced,
resulting in very consistent tone regardless of volume level. We suggest you
spend some time experimenting with this Really Neat Feature. We believe
that you’ll think it’s Really Neat, too.

Final Settings — If you haven’t adjusted the Midrange yet, now is the time to
do it. Boosting or cutting the mids may change how much warmth and grit
you dial in, so be prepared to make adjustments there as well.

A FEW TECHNICAL THINGS TO REMEMBER

If you find yourself running out of amplifier headroom, cut a little in

the lower frequencies, which require the most power from your amp. You’ll
know this is happening if you see the Limit light flashing. As long as the
light is just blinking, you’re fine. But, if it’s on more than it’s off, you might
want to back off a bit.
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Frequency Oddities — Two areas are a frequent source of frustration for
bassists trying to achieve their sound: frequency masking and frequency
enhancement. Frequency masking occurs when other instruments
(particularly cymbals and electric guitars) obscure the important upper
harmonic content of your sound. As a result, you find that the EQ settings
that were so perfect at home lack definition in a live setting. On the other
hand, the stage settings that worked so well sound harsh and/or thin in the
absence of other instruments.

Frequency enhancement results from cabinet placement and room acoustics.
A cabinet placed on the floor will have the lower frequencies boosted by
about 3 db. Placement against a wall adds another 3 db. A corner adds 3 db
more. Consequently you may find a surprising boominess to your sound.
Certain qualities in the room itself can also enhance the lower frequencies,
further contributing to this problem. Frequently this effect is more noticeable
in the audience than it is on stage. Compensating for it may result in a stage
sound that may seem a little thin. However the sound is actually quite full
out in front.

NOTE; Remember, you can’t equalize out major physical room anomalies.
If things sound really weird where you are, try moving you rig a few feet
and see if that helps. This may be particularly helpful on saggy stages that
bounce like a drum head.

YOU’RE DONE. GO PLAY.

There you have it: a quick and easy process to help you get the perfect tone
from your Eden amplifier. As previously mentioned, it make take a few
extra minutes the first few times you go through this, especially if you take
the time to experiment with all the knobs and switches, which we highly
recommend.

We are confident that the time you spend getting to know your new friend is

an important investment, one that will pay off immeasurably in Great Bass
Tone. And, after all, that’s why you bought an Eden, right?
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OTHER CONSIDERATIONS

Suggested Speaker Systems — Your speaker system should be chosen to
accommodate the characteristics of your amplifier and your predominant
application. If you will only be using one cabinet, a 4 Ohm model will draw
the most current from your amplifier. If you will generally be using two
cabinets, they should both be 8 Ohm models so their combined impedance
will be 4 ohms. If you are uncertain about your future needs, always go with
the 8 Ohm speaker option so that you can add another speaker later if you
need to. In general, adding more speakers will give you greater volume than
by adding a few more watts.

REALLY IMPORTANT NOTE - DO NOT operate your amplifier at
an impedance of less than 4 Ohms. This will cause your amplifier to
overheat and go into Thermal Protection Mode. It may also damage
your amplifier and release the Magic Smoke. This is a VERY BAD
THING. Don’t do it. Don’t even think about doing it.

Using the WTX-264 Without Speakers -This amplifier is designed

to be used safely with headphones only, without the loud speaker plugged

in. No harm will result from using the amplifier in this fashion. This allows the
use of the unit for practice with headphones and as a preamplifier with
other amplifiers. Like we said earlier,neighbors and room mates really love
this, which qualifies it as another Really Neat Thing.

MAINTENANCE

Your Eden amplifier has been designed to require minimal routine
maintenance. Attention to the following areas will ensure optimum
performance of your amplifier. We’re serious. Don’t blow this off, OK?
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Contact Point Cleaning — One of the weakest links in most bass
amplification systems are the solderless connection points where
instruments, speaker cabinets, effects, and other devices are connected to the
amplifier. (The most vulnerable of these types of connection is the jack on
your instrument). In addition to contamination from airborne pollutants,
these points are frequently assaulted by connectors that have picked up
debris from dirty stages, cases, etc.

This contamination can result in poor contact as well as poor tone, and we
all know that bad tone is a Very Bad Thing. These points should be cleaned
regularly with a cotton swab soaked in denatured alcohol or a commercially
available de-oxidant. Frequent cleaning of the plugs on your cords is also
recommended.

Dust Removal — You should periodically inspect the ventilation openings
on the top and sides of the unit to ensure that they have not become blocked
by accumulated dust. Vacuum the openings to remove any dust buildup.
Dust bunnies are definitely not cool.

The Magic Smoke — Few people realize just how much magic goes into
creating Great Bass Tone. It isn’t something you normally need worry about.
Just have fun and leave all that to us. However — and this is very important —
if you ever release the Magic Smoke from your amplifier this is indeed a
Very Bad Thing, perhaps the worst thing you can do. If you see any smoke
(Magic or otherwise) coming out of your amplifier, immediately turn it off
and seek the services of a qualified magician...uhm, we mean...technician.
DO NOT continue to use the amplifier in this condition.

Learn More — If you’d like to learn more about your amplifier (or about our
company and its activities), we invite you to visit our website — www.eden-
electronics.com. There you’ll find articles to help you better understand our
products and the technical stuff some people find so interesting. You’ll also
find our FAQ (Frequently Asked Questions) file, which is updated regularly.

While you’re there, check out our on-line forum. There you can meet
hundreds of other Edenites who’ll be glad to help you with any questions
you may have about our gear. Not to brag too much, but we think our forum
is a Really Neat Thing, filled with Really Neat People. We’re pretty sure
you’ll think so, too.
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